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4-POINT ANCHORING SYSTEM
It can be used for Civil - / Hydraulic engineering construction works

This anchoring system can be installed on a flat 

top barge, crane piling barge, heavy lift barge, 

deck load barge or other marine equipment. It 

can be used for Civil - / Hydraulic engineering 

construction works.

Main function of anchoring systems  
Position and fix the pontoon/barge in a 
certain position.

The anchoring system is assembled with:
1.	 Single drum winch 18 tons with steel wire 

	 on the drum – 4 pcs.;

2.	 Hydraulic Power Unit (HPU) – 2 pcs. c/w 

	 hydraulic hoses of sufficient length and 

	 connections;

3.	 Swivel head fairlead – 4 pcs.; 

4.	 Anchor Delta Flipper 2000 kg – 4 pcs.; 

5.	 Anchor rack for Delta Flipper 2000 kg – 4 pcs;

6.	 Anchor buoy.

1. Single drum winch 18 tons – 4 pcs:
The winches are used to align the pontoon/barge to the 

correct position. With an anchor winch on each corner 

of the flat top barge it can be positioned at a very ac-

curate way. They are equipped with foundation plates 

need to be welded to the deck. Winches are delivered 

with steel wire rope on the drum of each.

Technical characteristics:
Wire pull at first layer 18 ton

Brake holding pull 27 ton

Rope speed 11 M/min at first layer;

P th = 255 bar, pressure drop on motor;

Hydraulic motor 125 cc;

Drum capacity 500M at 6 layers.

Steel wires are delivered already spooled on the 

winches. They are to be connected to the 

Anchors Delta Flipper. 

Length: 500 meters;

Diameter: 28 mm;

WS: 6 x 36 

Tensile strength: 1,960 N/mm2
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2. Hydraulic Power Unit (HPU)  – 2 pcs. 
The winches are powered by the Hydraulic Power 

Units which provide hydraulic pressure so all win-

ches can operate. One HPU power for 2 winches.

Technical characteristics:
Diesel engine: John Deere 4045TFU70;

Frequency: 1500 rpm;

Power: 72 kw;

Max.working pressure: 255 Bar. 

Power packs are connected to the winches by 

hydraulic hoses and connections. 

Swivel head fairlead – 4 pcs.
Swivel head fairleads are used to guide the steel wire of 

each winch around up to 90degree corners to the sea.
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4. Anchor Delta Flipper 2000 kg – 4 pcs.
Anchors are connected with winches via shackles 

and 500mtr 28mm steel wires and placed to the 

seabed for fi xing of the pontoon/barge at certain 

place.

5. Anchor rack Delta Flipper 
2000 kg – 4 pcs.
Anchor racks are used for positioning of anchors when 

they are not in use. 

6. Anchor Buoy with steel wire – 4 pcs.
Anchor buoys are used to locate the steel wire which is 

fastened at the front of the anchor and used for loose-

ning the anchor out of soil. 


