
1514 CoNTAINeR PoNTooNS CoNTAINeR PoNTooNS

Main Specifi cations
Pre-tensioning  350 kN, (10kN = 1 ton)
Tensile stress 400 kN, tested by GL
 280 kN, maximum admissible 
 200 kN, maximum recommended 
 because of strength construction
Shear stress  35 kN, maximum admissible
Per coupling side Tensile stress: x * 200 kN 
 Shear stress: x * 35 kN 
 (by use of x couplings each side)

Description
The coupling of the Confl oat - Coupling System comprises separate 
components which are mounted in the pontoons prior to the 
assembly. The coupling forms a “Bolt & Nut” connection consisting 
of a high-grade bolt, a guide sleeve for the bolt and a nut. Based on 
a predefi ned confi guration both the Male and Female components 
are mounted in the containers, so they will be at opposite 
positions during assembly. each container-side contains twelve 
(12) coupling positions, whereof three (3) are positioned next to 
each other in each corner. After those preparations on shore the 
pontoon will be assembled. As soon as the bolts are aligned to the 
corresponding nuts they will be immediately tightened by using an 
impact wrench. After all containers are assembled, each bolt will 
be pre-tensioned by means of a pneumatic torque wrench set to a 
preload of 350 kN. This method creates a shock-proof and virtually 
seamless assembly that can absorb high dynamic loads.
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1716 Container pontoons Container pontoons

Baars advises Azobé dragline mats with a minimum thickness 
of 15 cm. These dragline mats are suitable for intensive and 
frequent heavy load and rated up the deck load of the Confloat 
Container Pontoons till approximately 20 tonnes per m2.

Characteristic Azobé dragline mats
Weight	 1060 kg/m3

Hardness	 10.7 N/mm2

Shrinkage	 0.69 %
Crushing strength	 96 N/mm2

Resistance to bending	 162 N/mm2

Coefficient of elasticity	 21.420 N/mm2

Deck Load

Q = ± 6 t/m² Q = ± 30 t Q = ± 50 t Q = ± 60 t
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0verview deckload capacity Confloat Container Pontoons
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1918 Container pontoons Container pontoons

Main Specifications
Length 	 6.10 m (20’)
Breadth 	 2.44 m (8’)
Depth 	 1.83 m (6’)
Deck load 	 6 tonnes/m2

Number of water-tight compartments 	 2
Weight	 7.800 kg

Classification
Class society	 DNV-GL or Bureau Veritas
Class notation	 Inland waters, sheltered area, 
	 coastal area

Modular Pontoon 6’ - 20’ Hydraulic Spud
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20 Container pontoons Container pontoons

Main Specifications
Length 	 6.10 m (20’)
Breadth 	 2.44 m (8’)
Depth 	 1.83 m (6’)
Deck load 	 6 tonnes/m2

Number of water-tight compartments 	 2
Weight	 7650 kg

Classification
Class society	 DNV-GL or Bureau Veritas
Class notation	 Inland waters, sheltered area, 
	 coastal area

Modular Pontoon 6’ - 20’ Wire Spud
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22 Container pontoons Container pontoons

Main Specifications
Length 	 6.10 m (20’)
Breadth 	 2.44 m (8’)
Depth 	 1.83 m (6’)
Deck load 	 6 tonnes/m2

Number of water-tight compartments 	 2
Weight	 6.170 kg

Classification
Class society	 DNV-GL or Bureau Veritas
Class notation	 Inland waters, sheltered area, 
	 coastal area

Modular Pontoon 6’ - 20’ Standard
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2524 Container pontoons Container pontoons

Main Specifications
Length 	 12.19 m (40’)
Breadth 	 2.44 m (8’)
Depth 	 1.83 m (6’)
Deck load 	 6 tonnes/m2

Number of water-tight compartments 	 3
Weight 	 10.920 kg

Classification
Class society	 DNV-GL or Bureau Veritas
Class notation	 Inland waters, sheltered area, 
	 coastal area

Modular Pontoon 6’ - 40’ Standard
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2726 Container pontoons Container pontoons

Main Specifications
Length 	 12.19 m (40’)
Breadth 	 2.20 m (7,2’)
Depth 	 1.83 m (6’)
Deck load 	 6 tonnes/m2

Number of water-tight compartments 	 2
Weight 	 9.000 kg

Classification
Class society	 DNV-GL or Bureau Veritas
Class notation	 Inland waters, sheltered area, 
	 coastal area

Modular Pontoon 6’ - 40’ Bow
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2928 CoNTAINeR PoNTooNS CoNTAINeR PoNTooNS

Main Specifi cations
Length 18.29 m
Breadth 12.19 m
Depth 1.83 m
Deck load 6 tonnes/m2

Spud legs Ø 762 mm, 12 – 24m 4 pcs
(alternative lengths on request)

Specifi cations
Hydraulic system 2 cylinders (each spud)
Jacking capacity 50 tonnes (each spud)
HPU John Deere, 62 kW, 250 bar 
 working pressure, 120 ltr/min 
 fl ow, remote controlled  
Jacking system Manually operated (pins)
Payload 50 tonnes 
optional assisted propulsion

Classifi cation
Class society DNV-GL or Bureau Veritas
Class notation Inland waters, sheltered area,
 coastal area

Modular Jack-up 6’
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3130 Container pontoons Container pontoons

Main Specifications
Length	 14.63 m
Breadth	 7.32 m
Depth	 1.83 m
Min draught	 1.00 m
Max draught	 1.50 m
Air draught	 4.50 m
Max view height	 4.50 m
Bollard Pull	 6 tonnes
Speed	 7 knots
Fuel oil	 12 m3

Freshwater	 10 m3

Lub oil	 1 m3

Hydraulic oil	 1 m3

Propulsion system
Main Engines	 John Deere 300 HP  
	 including CCR 2 certificate
Cylinders	 6 in line
RPM	 2300 rpm/min
Total Power	 2 pcs approx. 300 HP
Gear boxes	 2 x twin disc MG5050SC
Reduction	 3.38:1
Propulsions	 2 x Cunial propeller / 680 rpm
Diameter	 2 x 780 mm
Wheelhouse equipment	 VHF Maritime Radio Telephone,  
	 Navigation lights

Modular Multi Pontoon

14630
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3332 Container pontoons Container pontoons

Main Specifications
Length	 51.21 m
Breadth	 12.19 m
Loading Capacity 	 624 tonnes

Components
•	 17 pcs 20 ft Confloat Container Pontoons
•	 9 pcs 40 ft Container Pontoons
•	 2 pcs walking spudlegs
•	 2 pcs winch operated  legs 
•	 3 pcs Hydraulic Power Unit 68 KW
•	 1 pc 20 KvA Aggregaat
•	 1 pc 100 KvA Aggregaat
•	 4 pcs Anchor Winches 18 tonnes with 4 tonnes Delta flipper 

anchors
•	 1 pc Booster 1.200 KW with 4,5 km pipeline Ø 500 mm
•	 2 pcs DOP pump type 3530
•	 1 pc CAT 385 excavator
•	 1 pc Jetwaterpomp
•	 1 pc Slurry Blade

Modular Dredging Pontoon 
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3534 Container pontoons Container pontoons

Main Specifications
Length	 32.68 m
Breadth	 12.19 m
Depth	 1.83 m	
Loading capacity	 380 tonnes

The modular container pontoon consists of:
•	 8 pcs 40’ Confloat Containers Pontoons
•	 7 pcs 20’ Confloat Container Pontoons
•	 2 pcs 20’ Confloat Container with spud 
•	 1 pc  40’ Confloat Container with bow
•	 2 pcs Ø 792 x 20-25 mm Spudlegs
•	 1 pc Hydraulic power unit 62 Kw
•	 26 pcs Dragline mats
•	 1 pc Generator 20 KVA
•	 2 pcs Single drum hydraulic winches 18 tonnes
•	 4 pcs Mooring/ anchor hydraulic winch 7 tonnes
•	 2 pcs Tensioning winch 20 tonnes 
•	 6 pcs Masts for work lights
•	 1 pc Navigation mast
•	 1 pc Electrical main switchboard
•	 42 pcs Fenders

Crawler crane  Sennebogen 6100 HD
Weight	 100 tonnes
Boom	 35.5 m

Modular Drilling Pontoon Le Fumay
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3736 Container pontoons Container pontoons

Main Specifications
Length	 29.02 m
Breadth	 10.97 m
Depth	 1.83 m	
Loading capacity 	 320 tonnes

The Modular Container Pontoon consists of:
•	 14 pcs 20’ Confloat Container Standard
•	 2 pcs 20’ Confloat Container including Fuel Tank 6m3	
•	 2 pcs 20’ Confloat Container with spud casing	
•	 1 pc 36’ Confloat Container with bow	
•	 1 pc 36’ Confloat Container backhoe edition
•	 2 pcs Hammerhead spudlegs, Ø763 x 24 x 24.000 mm	
•	 1 pc Hydraulic Single drum spud winch 18 tonnes capacity
•	 1 pc Diesel driven hydraulic power pack 62 KW  

remote controlled
•	 4 pcs Double bollard chest
•	 1 pc Assembly tool box

Excavator Liebherr 966
Weight 	 70 tonnes
Dredging depth 	 10 m
Bucket size	 2,5 m3

Modular Pontoon Seyssel 
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3938 CoNTAINeR PoNTooNS CoNTAINeR PoNTooNS

Main Specifi cations
Length 39.01 m
Breadth 12.19 m
Depth 1.83 m
Deckload 6 tonnes/m2

Deckload with dragline mats 20 tonnes/m2

Spud legs Ø 762 mm 3 pcs
Double bollard chest 8 pcs
Powerpack remote controlled 1 pc
Loading capacity at 50 cm freeboard 476 tonnes
7 tonnes Double Drum Winch 1 pc
Guide rollers 4 pcs
18 tonnes Spud Winch 2 pcs
10 tonnes Spud Carriage Winch 1 pc

Excavator CAT 385 LLR
Weight 100 tonnes
Dredging depth 15 m
Bucket size 3 m3

Pontoon with walking spud leg

BAARS
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4140 Container pontoons Container pontoons

Main Specifications
Length	 36.58 m
Breadth	 14.63 m
Depth	 1.83 m
Deckload	 6 tonnes/m2

Deckload with dragline mats	 20 tonnes/m2

Spud legs Ø 762 mm	 4 pcs
Double bollard chest	 6 pcs
Powerpack remote controlled	 1 pc
Loading capacity at 50 cm freeboard	 535 tonnes

Excavator Hitachi 870 LCH
Weight	 85 tonnes
Dredging depth	 14 m
Bucket size	 2.5 m3

Ramp
Length	 12.28 m
Breadth	 5.30 m
Height	 0.90 m
Capacity	 80 tonnes
 
Dumptruck Volvo A 30
Operational weight loaded	 70 tonnes

Pontoon with ramp
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4342 Container pontoons Container pontoons

Main Specifications
Length	 36.58 m
Breadth	 17.07 m
Depth	 1.83 m
Deckload	 6 tonnes/m2

Deckload with dragline mats	 20 tonnes/m2

Spud legs Ø 762 mm	 4 pcs
Double bollard chest	 8 pcs
Powerpack remote controlled	 1 pc
Loading capacity at 50 cm freeboard	 624 tonnes
7 tonnes Double drum winch 	 2 pcs
Guide rollers	 6 pcs
Fair lead	 4 pcs

Crane Liebherr HS 895 HD
Operational Weight	 200 tonnes
Vibrator	 11.7 tonnes
Steel pipe	 30 tonnes

Pontoon with drilling equipment
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Marine equipment Marine equipment 135134

Technical information Single bollard
Length	 500 mm
Breadth 	 500 mm
Depth 	 500 mm
Total weight 	 80 kg

Technical information Double bollard
Length	 1.020 mm
Breadth 	 500 mm
Depth 	 500 mm
Total weight 	 160 kg

Single and Double Bollard Chest
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Marine equipment Marine equipment 143142

Marine equipment

Hydraulic hoses

Lifting table spud leg 

Fender

Remote control

Toolbox containers
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