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4746 Container pontoons Container pontoons

Main Specifi cations
Pre-tensioning  737 kN, (10kN = 1 tonnes)
Certifi cation Approved by Bureau Veritas.

Description
The M42 Coupling system is specially designed for modular 
seagoing equipment. Following the successful path of the 
original Confl oat Coupling, the M42 Coupling meets the demand 
for heavier equipment by providing higher strength capabilities.
Just like it’s smaller sibling the M42 Confl oat Coupling System 
comprises separate components that are mounted in the 
pontoons prior to the assembly. The coupling forms a “Bolt & 
Nut” connection, consisting of a high-grade bolt, a guide sleeve 
for the bolt and a nut. Based on a predefi ned confi guration 
both the Male and Female components are mounted in the 
containers, so they will be at opposite positions during assembly. 
Each high cube 40 ft container-side contains twenty-four (24) 
coupling positions, while it’s 20 ft equivalent contains twelve 
(12) coupling positions. Both 20’-and 40’ containers have 
eight (8) coupling positions at the front-/backside. After those 
preparations on shore the pontoon will be assembled. As soon 
as the bolts are aligned to the corresponding nuts they will be 
immediately tightened by using an impact wrench. After all 
containers are assembled, each bolt will be pre-tensioned by 
means of a pneumatic torque wrench set to a preload of 737 
kN. This method creates a shock-proof and virtually seamless 
assembly that can absorb high dynamic loads.

Coupling 9,5’ Container M42

https://www.baarsbv.com/koppelpontons-online-offerte-aanvraag/
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4948 Container pontoons Container pontoons

Main Specifications
Length 	 6.10 m (20’)
Breadth 	 2.44 m (8’)
Depth 	 2.90 m (9.5’)
Deck load 	 12 tonnes/m2

Number of water-tight compartments 	 3
Weight (container only)	 19.810 kg

Classification
Class society	 DNV-GL or Bureau Veritas
Class notation	 Inland waters, sheltered area, 
	 coastal area

Modular Pontoon 9.5’ - 20’ Hydraulic Spud

Bulkhead Bulkhead

6096

2438

2896

https://www.baarsbv.com/koppelpontons-online-offerte-aanvraag/
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5150 Container pontoons Container pontoons

Main Specifications
Length 	 6.10 m (20’)
Breadth 	 2.44 m (8’)
Depth 	 2.90 m (9.5’)
Deck load 	 12 tonnes/m2

Number of water-tight compartments 	 3
Weight (container only)	 19.810 kg

Classification
Class society	 DNV-GL or Bureau Veritas
Class notation	 Inland waters, sheltered area, 
	 coastal area

Modular Pontoon 9.5’ - 20’ Wire Spud

Bulkhead Bulkhead

6096

2438

2896

https://www.baarsbv.com/koppelpontons-online-offerte-aanvraag/
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5352 Container pontoons Container pontoons

Main Specifications
Length 	 6.10 m (20’)
Breadth 	 2.44 m (8’)
Depth 	 2.90 m (9.5’)
Deck load 	 12 tonnes/m2

Number of water-tight compartments 	 2
Weight	 10.835 kg

Classification
Class society	 DNV-GL or Bureau Veritas
Class notation	 Inland waters, sheltered area, 
	 coastal area

Modular Pontoon 9.5’ - 20’ Standard

2438

2896

6096

BulkheadEndweb EndwebWebframe

https://www.baarsbv.com/koppelpontons-online-offerte-aanvraag/
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5554 Container pontoons Container pontoons

Main Specifications
Length	 12.19 m (40’)
Breadth	 2.44 m (8’)
Depth	 2.90 m (9.5’)
Deck load	 12 tonnes/m2

Number of water-tight compartments	 3
Weight	 19.060 kg

Classification
Class society	 DNV-GL or Bureau Veritas
Class notation	 Inland waters, sheltered area, 
	 coastal area

Modular Pontoon 9.5’ - 40’ Standard

2896

12192

2438
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https://www.baarsbv.com/koppelpontons-online-offerte-aanvraag/
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5756 Container pontoons Container pontoons

Main Specifi cations
Length 36.58 m
Breadth 17.07 m
Depth 2.90 m
Draught unloaded 0.70 m
Draught loaded 2.08 m
Weight 560 tonnes
Deck load 12 tonnes/m2

Max payload 400 tonnes
Jacking speed 36 meter / hour
Jacking stroke 1.60 meter

Technical specifi cations spud legs
Number 4
Length 36.00 m 
Length (optional) 48.00 m
Breadth (length) 1.200 mm
Breadth (width) 1.200 mm
Weight 70.8 tonnes

Classifi cation
Class society DNV-GL or Bureau Veritas
Class notation I  Hull  Machinery
 Off shore self-elevating unit
 Special service construction unit
 Coastal area 20 miles from shore HS < 2.50 m

Modular Jack-up 9.5’ 

https://www.baarsbv.com/koppelpontons-online-offerte-aanvraag/
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CONTAINER PONTOONS CONTAINER PONTOONS

Main Specifi cations
Length 51,20 m
Breadth 17,07 m
Depth 2,90 m
Loading capacity 873 tonnes

The Modular Container Pontoon consists of:
• 10 pcs 40’ Confl oat Containers Pontoons 
• 2 pcs 20’ Confl oat Container Pontoons
• 2 pcs 20’ Confl oat Container with spud
• 1 pc 40’ Confl oat Container with storage
• 2 pcs Hammerhead spud legs 1.200 x 1.200 x 18.000 mm
• 1 pc Walking spud leg Ø 760 x 18.000 mm
• 1 pc Control unit incl. lightmasts 
• 1 pc Accomodation unit 
• 2 pcs Hydraulic single drum spud leg winch 18 tonnes capacity
• 2 pcs Hydraulic single drum anchor winch 7 tonnes capacity 
• 2 pcs Hand operated single drum winch 40 tonnes 
• 1 pc Diesel driven hydraulic power pack remote controlled 
• 1 pc 50 kVA Generator and 2 pcs Excavator blocks    
• 6 pcs Wooden matrasses and 6 pcs Double bollards 
• 16 pcs Fenders and Solas equipment 

Excavator Caterpillar 395
Weight  120 tonnes
Dredging depth  10 m
Bucket size 6 m3

Beluga 9.5’ backhoe or cranebarge 51x17
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CONTAINER PONTOONS CONTAINER PONTOONS

Main Specifi cations
Length 63.40 m
Breadth 14.63 m
Depth 2.90 m
Loading capacity 1400 tonnes 

The Modular Container Pontoon Hull construction
• 24 pcs 40’ Modular Containers Pontoons
• 1 pc 40’ Container Pontoon DO-tank
• 4 pcs 20’ Modular Containers Pontoons
• 2 pcs 20’ Modular Container with spud
• 2 pcs 24’ Modular Container with Bow L+R
• 2 pcs Bow (height) Container 1.524 mm height
• 2 pcs Bulwark side walls

Deck Equipment (excl. Powerpacks)
• 2 pcs Walking spudleg systems
• 2 pcs Stabilizing spudleg systems
• 4 pcs Single drum 60 tonnes winches
• 4 pcs Single drum 18 tonnes winches (2 pc incl. selftension)
• 2 pcs 20’ accomodation / workshop container
• 1 pc Control unit / wheelhouse
• 2 pcs Water / sewage tank
• 10 pcs Double Bollards
• 2 sets Smit brackets with panana choks
• 1 pc Anchoring system
• 2 pcs Swivelhead fairleads
• Hull protection (fendering + wooden mattresses)

Titaan 9.5’ backhoe or cranebarge 63x14

https://www.baarsbv.com/koppelpontons-online-offerte-aanvraag/
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CONTAINER PONTOONS CONTAINER PONTOONS

Main Specifi cations
Length 42.72 m
Breadth 14.63 m
Depth 2.60 m
Loading capacity 1160 tonnes 

The Modular Container Pontoon Hull construction
• 16 pcs 40’ Container pontoon 40x8x9,5ft std
• 1 pc Container pontoon 40x8x9,5ft DO-tank
• 4 pcs Container pontoon 20x8x9,5ft standard
• 2 pcs Container pontoon 20x8x9,5ft spud 

Deck Equipment
• 1 pc 20’ accommodation container
• 6 pcs Double Bollards - 2 pcs Smit brackets
• 1 pc Anchor winch complete
• 100 m. Railing with handrail
• 2 pcs Navigation mast and 4 pcs Light mast construction
• 22 pcs Wooden Matrass 7000x1000x200 - 1 pc Crane stop

  Spudleg system
• 1 pc Walking spud frame + casing
• 1 pc Walking spudleg ø 760 x 20/25 x 24.000 mm 
• 2 pcs Walking spudleg winches 10 ton and frames
• 2 pcs Wire spud leg 1200 x 1200 x 24.000 mm 
• 4 pcs single drum spud winch 18 tons including hydr. hoses
• 2 pcs Winch frame
• 3 pcs HPU

Shannon 9.5’ backhoe or cranebarge 42x14

https://www.baarsbv.com/koppelpontons-online-offerte-aanvraag/
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Marine equipment Marine equipment 115114

Technical information Single bollard
Length	 500 mm
Breadth 	 500 mm
Depth 	 500 mm
Total weight 	 80 kg

Technical information Double bollard
Length	 1.020 mm
Breadth 	 500 mm
Depth 	 500 mm
Total weight 	 160 kg

Single and Double Bollard Chest

500500

500

500

R25
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https://www.baarsbv.com/koppelpontons-online-offerte-aanvraag/
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Marine equipment Marine equipment 121120

Marine equipment

Guideroller

Hydraulic hoses

Lifting table spud leg 

Guideroller for wire 28 mm

Fender

Remote control

Toolbox containers Roller Fairlead

https://www.baarsbv.com/koppelpontons-online-offerte-aanvraag/



